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Secure Access Service Edge (SASE)
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�g �ð���Z�:�r�ð�ñ���'����
�g �í���u�^���d�������v�����}�v���}���Œ�����ô�'�������D�D��

NA345R
�í�h���Z�����l�u�}�µ�v�š���E���š�Á�}�Œ�l�����‰�‰�o�]���v�������W�o���ž�}�Œ�u
�g �/�v�š���o� �������o���Œ�}�v� ���E�ï�ï�ñ�ì�l�:�ï�ð�ñ�ñ���‰�Œ�}�����•�•�}�Œ
�g �����Z�ï�>�r�í�ô�ò�ò���^�K�r���/�D�D�U���µ�‰���š�}���ô�'�����u���u�}�Œ�Ç
�g �ò���Z�:�r�ð�ñ���'����
�g �K�v�����î�X�ñ�_���,�����l�^�^�����(�}�Œ���•�š�}�Œ���P��

NA593
�í�h���Z�����l�u�}�µ�v�š���E���š�Á�}�Œ�l�����‰�‰�o�]���v����
�g �>�'���í�ó�ì�ì���í�ð�š�Z�l�í�ï�š�Z���P���v���/�v�š���o� �����}�Œ���d�D���‰�Œ�}�����•�•�}�Œ
�g �/�v�š���o� ���Z�ò�ô�ì�������Z�]�‰�•���š
�g �ð�������Z�ñ�r�ð�ô�ì�ì���������l�v�}�v�r���������h���/�D�D�U���µ�‰���š�}���í�î�ô�'��
�g �ô���'�������Z�:�r�ð�ñ�����v�����î���^�&�W���~�/�v�š���o� ���/�ï�ñ�ì�•���‰�}�Œ�š�•�U���Á�]�š�Z�����v���������]�Ÿ�}�v���o���î���}�‰�Ÿ�}�v���o���E�/�����u�}���µ�o��
�g �î���‰���]�Œ�•���}�(���>���E�����Ç�‰���•�•

NA348
�í�h�������•�l�š�}�‰���E���š�Á�}�Œ�l�����‰�‰�o�]���v�������W�o���ž�}�Œ�u
�g �/�v�š���o�����š�}�u� ���Æ�ó�ì�ì�ì�����‰�Œ�}�����•�•�}�Œ
�g �����Z�ñ�r�ð�ô�ì�ì���^�K�r���/�D�D�U���µ�‰���š�}���í�ò�'��
�g �ð���Z�:�r�ð�ñ���'���������v�����š�Á�}���í�'���^�&�W���}�Œ���î���Z�:�r�ð�ñ���'���������Ç���^�<�h
�g �î�����Æ�‰���v�•�]�}�v���•�o�}�š�•���(�}�Œ���t�]�r�&�]�����v�����ñ�'�l�>�d�����u�}���µ�o��
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���µ�•�š�}�u���Œ�•NA593
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NEW

NEW

NA875
�,�]�P�Z�����}�u�‰�µ�Ÿ�v�P���î�h���Z�����l�u�}�µ�v�š���E���š�Á�}�Œ�l��
���‰�‰�o�]���v�������W�o���ž�}�Œ�u��
�g ���µ���o���ò�š�Z���P���v���/�v�š���o� ���y���}�v� ���•�����o�����o�����‰�Œ�}�����•�•�}�Œ�•�U���µ�‰���š�}���ï�ñ�ì�t

�g �í�ò�������Z�ñ���Z�r���/�D�D�U���µ�‰���š�}���í�ì�î�ð�'��

�g �ô�����Æ�‰���v�•�]�}�v���•�o�}�š�•���(�}�Œ���E�/�����u�}���µ�o��

�g �í�ï�ì�ì�t���Œ�����µ�v�����v�š���W�^�h

NA873
�,�]�P�Z�����}�u�‰�µ�Ÿ�v�P���í�h���Z�����l�u�}�µ�v�š���E���š�Á�}�Œ�l��
���‰�‰�o�]���v�������W�o���ž�}�Œ�u
�g �ñ�š�Z���P���v���/�v�š���o� ���y���}�v� ���^�����o�����o�����‰�Œ�}�����•�•�}�Œ�•
�g �����Z�ñ�r�ñ�ð�ì�ì���Z�r���/�D�D�U���µ�‰���š�}���ñ�í�î�'��
�g �ð�����Æ�‰���v�������o�����>���E���u�}���µ�o���•���•�µ�‰�‰�}�Œ�Ÿ�v�P��

�í�'�����l�í�ì�'�����l�î�ñ�'�����l�ð�ì�'�����l�í�ì�ì�'�����l�î�ì�ì�'����
�g �^�µ�‰�‰�}�Œ�š�•���/�W�D�/�����v�����d�W�D���î�X�ì

Coming Soon

�s�]�Œ�š�µ���o
�����•�l�š�}�‰�•

�����}�•

���Æ�š���Œ�v���o���d�Z�Œ�����š�• ���‰�‰�o�]�����Ÿ�}�v�•

Securing Cloud Data

�^�š�}�Œ���P��

���z�K��

�h�•���Œ�•

Your IT
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�����d�����>�K�^�^ �����d�����W�Z�/�s�����z

�Z���P�µ�o���š�}�Œ�Ç
���}�u�‰�o�]���v����

�����š��
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�����š��
���À���]�o�����]�o�]�š�Ç
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iNA110
���/�E�r�Z���]�o�����Ç�����Œ�•�����µ�Œ�]�š�Ç�������P�����'���š���Á���Ç
�g �/�v�š���o�����š�}�u� ���Æ�ñ�r���ï�õ�ï�ì�l���ï�õ�ð�ì���‰�Œ�}�����•�•�}�Œ

�g �ð���Z�:�r�ð�ñ���'�������Á�]�š�Z���í���‰���]�Œ���>���E�����Ç�‰���•�•

�g �W���/�����D�]�v�]�������Œ�����•�o�}�š���(�}�Œ���Á�]�Œ���o���•�•���u�}���µ�o��

iNA300
���/�E�r�Z���]�o���E���š�Á�}�Œ�l�����‰�‰�o�]���v�������(�}�Œ��
�W�}�Á���Œ���h�Ÿ�o�]�š�Ç
�g �/�v�š���o�����š�}�u� ���Æ�ó�ð�ï�ï�Z�����‰�Œ�}�����•�•�}�Œ

�g ���]�P�Z�š���î�X�ñ�'���~�Á�]�š�Z���î�r�‰���]�Œ���>���E�����Ç�‰���•�•�•�����v�����î���^�&�W�=���>���E

�g �í�î���š�}���ð�ô���s�������Á�]�š�Z�����µ���o���‰�}�Á���Œ���]�v�‰�µ�š�•

�g �����Œ�Ÿ�.�������Á�]�š�Z���/�������ò�í�ô�ñ�ì�r�ï�����v�����/���������í�ò�í�ï���•�š���v�����Œ���•

iNA200
���/�E�r�Z���]�o���/�v���µ�•�š�Œ�]���o���E���š�Á�}�Œ�l�����‰�‰�o�]���v����
�g �/�v�š���o�����š�}�u� ���Æ�ò�î�í�î�Z���l�Æ�ò�ð�í�ð�Z�����‰�Œ�}�����•�•�}�Œ

�g �î���'�����U���š�Á�}���î�X�ñ�'�������~�Á�]�š�Z���î�r�‰���]�Œ���>���E�����Ç�‰���•�•�•�U�����v�����î���^�&�W

�g �õ���š�}���ï�ò���s�������Á�]�š�Z�����µ���o���‰�}�Á���Œ���]�v�‰�µ�š�•

�g �D�X�î���<���Ç�������ï�ì�ð�î�l�ï�ì�ñ�î���(�}�Œ���ñ�'�����}�v�v�����Ÿ�À�]�š�Ç

�í�í�í�í

ICO110
�h�o�š�Œ���r���}�u�‰�����š�����/�E�r�Z���]�o
�&���v�o���•�•�����u���������������^�Ç�•�š���u
�g �/�v�š���o� �������o���Œ�}�v� ���‰�Œ�}�����•�•�}�Œ���E�ï�ï�ñ�ì�U���Œ���o�]�����o�����&�í��

�•�š���‰�‰�]�v�P���À���Œ�•�]�}�v�����W�h

�g ���K�D�U���ð���h�^���U�����v�����î���'�������>���E

�g �K�s�W�U���h�s�W�U���K���W�U�����v�����Z�W�W���‰�}�Á���Œ���‰�Œ�}�š�����Ÿ�}�v�������•�]�P�v

�g �����W�/���(�}�Œ���]�v�š���o�o�]�P���v�š���Œ���u�}�š�����u�}�v�]�š�}�Œ�]�v�P���•�}�L�Á���Œ����
�]�v�š���P�Œ���Ÿ�}�v

ICO120-E3350/-F
�,�]�P�Z�o�Ç�����}�•�š�r���+�����Ÿ�À�������/�E�r�Z���]�o��
�&���v�o���•�•�����u���������������^�Ç�•�š���u
�g �/�v�š���o� �������o���Œ�}�v� ���‰�Œ�}�����•�•�}�Œ���E�ï�ï�ñ�ì�U���(�����š�µ�Œ�]�v�P���š�Z����

�Œ���o�]�����o�����&�í���•�š���‰�‰�]�v�P���À���Œ�•�]�}�v�����W�h

�g ���K�D�l�����E�l���/�K�U���î���h�^���U�����v�����î���'�������>���E

�g �K�s�W�U���h�s�W�U���K���W�U�����v�����Z�W�W���‰�}�Á���Œ���‰�Œ�}�š�����Ÿ�}�v�������•�]�P�v

�g �����W�/���(�}�Œ���]�v�š���o�o�]�P���v�š���Œ���u�}�š�����u�}�v�]�š�}�Œ�]�v�P���•�}�L�Á���Œ����
�]�v�š���P�Œ���Ÿ�}�v

ICO520
(Simplified/Advanced)
�,�]�P�Z�r�W���Œ�(�}�Œ�u���v���������/�E�r�Z���]�o���&���v�o���•�•��
���u���������������^�Ç�•�š���u
�g �í�î�š�Z���P���v���/�v�š���o� �����}�Œ���¡���]�ó�l�]�ñ�l�]�ï���}�Œ�������o���Œ�}�v� ��

�‰�Œ�}�����•�•�}�Œ

�g �ð���]�•�}�o���š���������K�D�����v�����î���]�•�}�o���š���������/�K���~�ô�r�]�v�l�ô�r�}�µ�š�•��
�~�����À���v���������u�}�����o�•

�g �&�}�µ�Œ���î�X�ñ���'����

�g �K�s�W�U���h�s�W�U���K���W�U�����v�����Z�W�W���‰�}�Á���Œ���‰�Œ�}�š�����Ÿ�}�v�������•�]�P�v

�g �^�µ�‰�‰�}�Œ�š�•���d�W�D���î�X�ì

�g �^�µ�‰�‰�}�Œ�š�•�����}�o�������}�}�š�����š���r�ð�ì�£��

ICO330 
(Simplified/Advanced)
���}�•�š�r���+�����Ÿ�À�������/�E�r�Z���]�o���&���v�o���•�•��
���u���������������^�Ç�•�š���u
�g �/�v�š���o�����š�}�u� ���Æ�ò�î�í�î�Z�����}�Œ���Æ�ò�ð�í�ð�Z�����‰�Œ�}�����•�•�}�Œ

�g �ò���]�•�}�o���š���������K�D�U���]�•�}�o���š���������/�K���~�ô�r�]�v�l�ô�r�}�µ�š�•�U�����v����
�š�Z�Œ�������î�X�ñ���'�������>���E

�g �K�s�W�U���h�s�W�U���K���W�U�����v�����Z�W�W���‰�}�Á���Œ���‰�Œ�}�š�����Ÿ�}�v�������•�]�P�v

�g �^�µ�‰�‰�}�Œ�š�•���d�W�D���î�X�ì

�g �^�µ�‰�‰�}�Œ�š�•�����}�o�������}�}�š�����š���r�ð�ì�£��

���/�E�r�Z���]�o���E���š�Á�}�Œ�l�����‰�‰�o�]���v�������(�}�Œ��
�W�}�Á���Œ���h�Ÿ�o�]�š�Ç
�g �/�v�š���o�����š�}�u� ���Æ�ó�ð�ï�ï�Z�����‰�Œ�}�����•�•�}�Œ

�g ���]�P�Z�š���î�X�ñ�'���~�Á�]�š�Z���î�r�‰���]�Œ���>���E�����Ç�‰���•�•�•�����v�����î���^�&�W�=���>���E

�g �í�î���š�}���ð�ô���s�������Á�]�š�Z�����µ���o���‰�}�Á���Œ���]�v�‰�µ�š�•

�g �����Œ�Ÿ�.�������Á�]�š�Z���/�������ò�í�ô�ñ�ì�r�ï�����v�����/���������í�ò�í�ï���•�š���v�����Œ���•
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Features \ Models NA873 NA861 NA721

Form Factor 1U, 19” rackmount 1U, 19” rackmount 1U, 19” rackmount

Platform

Processor 5th gen Intel® Xeon® 
scalable processors (Emerald Rapids)

LGA3647 Intel® Xeon® scalable 
processors

Intel® Xeon® processor D-1700 family 
(Ice Lake D)

Chipset Intel® C741 Intel® C621 SoC integrated

Acceleration 
Technology Intel® QAT N/A N/A

Memory

Technology DDR5-5400 DDR4-2400 DDR4-2933

Capacity (max.) 512GB 192GB 384GB

Socket 8 x 288-pin R-DIMM 6 x 288-pin R-DIMM 6 x 288-pin R-DIMM/U-DIMM

ECC Support Non-ECC/ECC Non-ECC/ECC Non-ECC/ECC

Network 
Interface

Ethernet (default) 1 x RJ-45 GbE 2 x RJ-45 GbE 8 x RJ-45 GbE 
4 x 10GbE SFP+

Ethernet (max.) 33 x RJ-45 GbE 34 x RJ-45 GbE 28 x RJ-45 GbE

LAN Bypass N/A Depends on LAN modules 2 pairs

Controllers Intel® I210 Intel® I210 Intel® I350

LAN Module 4 x NIC slot (optional) 4 x NIC slot 2 x NIC slot

Storage

HDD/SSD 2 x 2.5" SATA HDD 2 x 2.5" SATA HDD 2 x 2.5" SATA HDD/SSD

M.2 SSD 2 x M.2 Key M 2280 N/A 1 x M.2 Key M 2280

mSATA/CF/Cfast N/A 1 x Full-Size mSATA N/A

I/O

Button N/A N/A Yes

LED Indicator Storage and BMC Power, HDD, GPIO programmable, 
and Link/Act with transfer rate

Power, HDD, GPIO programmable, 
LAN Bypass, and Link/Act with transfer rate

USB 2 x USB 2.0 2 x USB 2.0 2 x USB 3.0

Console 1 x Console (RJ-type) 1 x Console (RJ-type) 1 x Console (RJ-type/USB type-C)

LCM Module Yes Yes Yes

Display 1 x VGA 1 x VGA 1 x VGA (optional)

TPM TPM 2.0 TPM 2.0 TPM 2.0

IPMI Yes Optional Optional

Watchdog 255 steps for system reset, 
8 steps for LAN Bypass

255 steps for system reset, 
8 steps for LAN Bypass

255 steps for system reset, 
8 steps for LAN Bypass

Power Supply
Power Type Redundant Redundant ATX, redundant

Watts 800W 400W 300W, 400W

Expansion Interface N/A N/A N/A

Operating Temperature 0°C to +40°C (+32°F to +104°F) 0°C to +40°C (+32°F to +104°F) 0°C to +45°C (+32°F to +113°F)

Dimensions (W x H x D) 44 x 430 x 600 mm  
(1.73" x 16.92" x 23.6")

44 x 430 x 561 mm  
(1.73" x 16.92" x 22")

44 x 430 mm x 450 mm 
(1.73" x 16.93" x 17.7")

Weight (net/gross) 8 kg/12 kg 8 kg/12 kg 8.5 kg/9.8 kg

OS Support Linux Linux Linux

Certifications CE, FCC Class A CE, FCC Class A CE, FCC Class A

Features \ Models NA593 NA592 NA590
Form Factor 1U, 19” rackmount 1U, 19” rackmount 1U, 19” rackmount

Platform

Processor LGA1700 14th/13th gen Intel® Core™ 
processor (Raptor Lake)

LGA1200 10th gen Intel® Core™ or 
Xeon® W-1200 (Comet Lake)

LGA1151 9th/8th Intel® Core™ or Xeon® 
E-2200 (Coffee Lake/Coffee Lake refresh)

Chipset Intel® R680E Intel® W480E Intel® C246/H310

Acceleration 
Technology N/A N/A N/A

Memory

Technology DDR5-4800 DDR4-2933 DDR4-2666

Capacity (max.) 128GB 128GB 64GB (H310) 
128GB (C246)

Socket 4 x 288-pin U-DIMM 4 x 288-pin U-DIMM 2 x 288-pin U-DIMM (H310) 
4 x 288-pin U-DIMM (C246)

ECC Support Non-ECC/ECC Non-ECC/ECC Non-ECC/ECC

Network 
Interface

Ethernet (default) 8 x RJ-45 GbE 
2 x SFP

8 x RJ-45 GbE 
2 x SFP

6 x RJ-45 GbE (H310) 
8 x RJ-45 GbE (C246)

Ethernet (max.) 26 x RJ-45 GbE 26 x RJ-45 GbE 14 x RJ-45 GbE (H310) 
26 x RJ-45 GbE (C246)

LAN Bypass 2 pairs 2 pairs Depends on LAN modules

Controllers Intel® I350 Intel® I350 Intel® I210

LAN Module 2 x NIC slot (optional) 2 x NIC slot 2 x NIC slot
 (2 slots available for C246)

Storage

HDD/SSD 2 x 2.5" SATA HDD/SSD 2 x 2.5" HDD
2 x 2.5" HDD 

1 x 3.5" SATA HDD (optional with  
300W single power supply)

M.2 SSD 1 x M.2 Key M 2280 1 x M.2 Key B 2242 1 x M.2 Key M 2280 (C246)

mSATA/CF/Cfast N/A N/A 1 x Full-Size mSATA

I/O

Button Yes Yes N/A

LED Indicator
Power, HDD, GPIO programmable, 

LAN Bypass,  
and Link/Act with transfer rate

Power, HDD, GPIO programmable, 
LAN Bypass,  

and Link/Act with transfer rate
Power, HDD, GPIO programmable, 

and LAN Bypass

USB 2 x USB 3.0 2 x USB 3.0 2 x USB 3.0

Console 1 x Console (RJ-type/USB Type-C) 1 x Console (RJ-type) 1 x Console (RJ-type)

LCM Module Yes Yes Yes

Display 1 x HDMI 
1 x VGA (optional) 1 x VGA (optional) 1 x VGA (optional)

TPM TPM 2.0 TPM 2.0 TPM 2.0

IPMI Optional Optional Optional

Watchdog 255 steps for system reset, 
8 steps for LAN Bypass

255 steps for system reset, 
8 steps for LAN Bypass

255 steps for system reset, 
8 steps for LAN Bypass

Power Supply
Power Type Single, redundant Single or redundant (optional) Single or redundant (optional)

Watts 400W, 400W 300W or 400W (optional) 300W or 400W (optional)

Expansion Interface

1 x M.2 Key M 
1 x M.2 Key B 3052 with SIM card 

1 x PCIe Mini Card slot with
SIM card 

1 x PCIe x8 slot (optional)

1 x M.2 Key E 2230 
1 x PCIe Mini Card slot 
1 x Nano SIM socket 

1 x M.2 Key M 2242/2280 (optional) 
1 x PCIe x8 (optional)

1 x PCIe x8 (optional for C246)

Operating Temperature 0°C to +45°C (+32°F to +113°F) 0°C to +40°C (+32°F to +104°F) 0°C to +45°C (+32°F to +113°F)

Dimensions (W x H x D) 44 x 430 mm x 450 mm 
(1.73" x 16.93" x 17.7")

44 x 430 x 450 mm  
(1.73" x 16.93" x 17.7")

44 x 430 x 450 mm 
(1.73" x 16.93" x 17.7")

Weight (net/gross) 6 kg/10 kg 8.32 kg/12.76 kg 6 kg/10 kg

OS Support Linux, Windows Linux Linux

Certifications CE, FCC Class A CE, FCC Class A CE, FCC Class A
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Features \ Models NA346B NA347 NA345

Form Factor Desktop, fanless and
ultra-compact

Desktop, fanless and
ultra-compact 1U, desktop

Platform
Processor Intel® Celeron® N3350 Intel® Celeron® N3350 Intel® Celeron® N3350/J3455

Chipset SoC integrated SoC integrated SoC integrated

Memory

Technology DDR3L-1600 DDR3L-1600 DDR3L-1600

Capacity (max.) 8GB 8GB 8GB

Socket 1 x 204-pin SO-DIMM 1 x 204-pin SO-DIMM 1 x 204-pin SO-DIMM

ECC Support Non-ECC Non-ECC Non-ECC

Network 
Interface

Ethernet 4 x RJ-45 GbE 3 x RJ-45 GbE 4 x RJ-45 GbE

LAN Bypass 1 pair (optional) 1 pair (optional) 1 pair (optional)

Controllers Realtek RTL8111H Intel® I210 Intel® I210

Storage
1 x Full-size mSATA

(occupies 1 x PCIe Mini Card slot)  
1 x eMMC 8G onboard

1 x M.2 Key B 2242 1 x 2.5" SATA3 HDD 
1 x Full-size mSATA

I/O

Button Reset button Power switch with LED Power switch and reset button

LED Indicator N/A N/A
Power, HDD, GPIO programmable,  

LAN Bypass,  
and Link/Act with transfer rate

USB 2 x USB 3.0 2 x USB 3.0 2 x USB 3.0

Console 1 x Console (RJ-type) 1 x Console (RJ-type) 1 x Console (RJ-type)

Display N/A 1 x HDMI 1 x HDMI (optional)

TPM TPM 2.0 TPM 2.0 (optional) TPM 1.2 (optional)

Watchdog 255 steps for system reset 255 steps for system reset 255 steps for system reset, 
8 steps for LAN Bypass

Power Supply

Power Type Adapter Adapter Adapter

Watts 36W 36W 60W

Connector DC-Jack (screw type) DC-Jack (screw type) DC-Jack

Expansion Interface 1 x Full-size PCIe Mini Card slot 1 x Full-size PCIe Mini Card slot 
1 x Nano SIM socket

1 x Half-size PCIe Mini Card slot 
1 x Full-size PCIe Mini Card slot  

1 x Standard SIM socket

Operating Temperature 0°C to +40°C (+32°F to +104°F) 0°C to +40°C (+32°F to +104°F) 0°C to +40°C (+32°F to +104°F)

Dimensions (W x H x D) 31 x 166 x 118.2 mm  
(1.22" x 6.54" x 4.65")

26 x 146 x 118.2 mm  
(1.24" x 5.57" x 4.65")

44 x 231.9 x 152 mm  
(1.73" x 9" x 5.98")

Weight (net/gross) 0.62 kg/1.3 kg 0.28 kg/0.79 kg 2.35 kg/2.61 kg

OS Support Linux, Windows 10 Linux, Windows 10 Linux, Windows 10

Certifications CE/FCC Class B CE/FCC Class B CE/FCC Class B

Features \ Models NA875 NA870 NA860

Form Factor 2U, 19” rackmount 2U, 19” rackmount 2U, 19” rackmount

Platform

Processor Dual 6th gen Intel® Xeon® scalable 
processors (Granite Rapids-SP)

Dual LGA4189 3rd gen Intel® Xeon® 
scalable processors (Ice Lake-SP)

Dual LGA3647 Intel® Xeon® scalable 
processors (Cascade Lake/Skylake)

Chipset N/A Intel® C621A/C627A Intel® C621

Acceleration 
Technology Intel® QAT Intel® QAT (C627A) N/A

Memory

Technology DDR5-6400 DDR4-3200 DDR4-2400

Capacity (max.) 1024GB 1280GB 384GB

Socket 16 x 288-pin R-DIMM 20 x 288-pin R-DIMM 12 x 288-pin R-DIMM

ECC Support Non-ECC/ECC Non-ECC/ECC Non-ECC/ECC

Network 
Interface

Ethernet (default) 1 x RJ-45 GbE 2 x RJ-45 GbE 2 x RJ-45 GbE

Ethernet (max.) 65 x RJ-45 GbE 66 x RJ-45 GbE 66 x RJ-45 GbE

LAN Bypass Depends on LAN modules Depends on LAN modules Depends on LAN modules

Controllers NIC module Intel® I210 Intel® I210

LAN Module 8 x NIC slot (dual CPUs) 
4 x NIC slot (single CPU)

8 x NIC slot (dual CPUs)  
4 x NIC slot (single CPU)

8 x NIC slot (dual CPUs)  
4 x NIC slot (single CPU)

Storage

HDD/SSD 2 x 2.5" hot swappable U.3 2 x 2.5" hot swappable SATA HDD 2 x 2.5" hot swappable SATA HDD

M.2 SSD 4 x M.2 Key M 22110/2280 1 x M.2 Key M 2242/2280 (PCIe) 
1 x M.2 Key M 2242/2280 (PCIe/SATA) N/A

mSATA/CF/Cfast N/A N/A 1 x Full-Size mSATA

I/O

Button Yes Yes N/A

LED Indicator Power, HDD, GPIO programmable, 
and Link/Act with transfer rate

Power, HDD, GPIO programmable, 
and Link/Act with transfer rate

Power, HDD, GPIO programmable, 
LAN Bypass,  

and Link/Act with transfer rate

USB 2 x USB 3.0 2 x USB 3.0 2 x USB 3.0

Console 1 x Console (RJ-type) 1 x Console (RJ-type) 1 x Console (RJ-type)

LCM Module Yes Yes Yes

Display 1 x VGA 1 x VGA 1 x VGA

TPM TPM 2.0 TPM 2.0 TPM 2.0

IPMI Yes Optional Optional

Watchdog 255 steps for system reset, 
8 steps for LAN Bypass

255 steps for system reset, 
8 steps for LAN Bypass

255 steps for system reset, 
8 steps for LAN Bypass

Power Supply
Power Type Redundant Redundant Redundant

Watts 1300W 1300W 800W

Expansion Interface N/A 2 x PCIe x16  
(optional, 1 slot for each CPU) 2 x PCIe x8 (optional)

Operating Temperature 0°C to +40°C
 (+32°F to +104°F)

0°C to +40°C 
(+32°F to +104°F) (C621A) 

5°C to +40°C
 (+41°F to +104°F) (C627A)

0°C to +40°C
 (+32°F to +104°F)

Dimensions (W x H x D) 88 x 430 x 663 mm 
(3.46" x 16.93" x 26.10")

88 x 430 x 663 mm  
(3.46" x 16.92" x 26.10'')

88 x 430 x 562 mm  
(3.46" x 16.92" x 22.12'')

Weight (net/gross) 12 kg/20 kg 14 kg/20 kg 12 kg/20 kg

OS Support Linux Linux Linux

Certifications CE, FCC Class A CE, FCC Class A CE, FCC Class A

NEW

NEW

Coming Soon
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Features \ Models NA345R NA348 NA350C

Form Factor 1U, 19” rackmount 1U, desktop 1U, desktop

Platform
Processor Intel® Celeron® N3350/J3455 Intel Atom® x7211E/x7425E Intel Atom® x6425E

Chipset SoC integrated SoC integrated SoC integrated

Memory

Technology DDR3L-1866 DDR5-4800 DDR4-3200

Capacity (max.) 8GB 16GB 32GB

Socket 1 x SO-DIMM 1 x 204-pin SO-DIMM 2 x 260-pin SO-DIMM

ECC Support Non-ECC Non-ECC Non-ECC

Network 
Interface

Ethernet 6 x RJ-45 GbE 6 x RJ-45 GbE or 
5 x RJ-45 GbE + 1G SFP (optional)

2 x RJ-45 GbE  
3 x RJ-45 2.5GbE 

2 x SFP or RJ-45 GbE (optional)

LAN Bypass 1 pair 2 pairs (optional) 1 pair

Controllers Intel® I211 Intel® I210 Intel® I350 
MaxLinear GPY211

Storage
1 x 2.5" SATA3 HDD 
1 x Full-size mSATA 

1 x 3.5" SATA HDD (optional)
1 x 2.5” HDD 

1 x M.2 Key M 2242/2280
1 x 2.5" HDD 

1 x M.2 Key M 2242

I/O

Button Power switch Power switch and reset button Power switch

LED Indicator
Power, HDD, GPIO programmable,  

LAN Bypass,  
and Link/Act with transfer rate

Power, HDD, LAN Bypass,  
and Link/Act with transfer rate   

Power, HDD, GPIO programmable,  
LAN Bypass,  

and Link/Act with transfer rate

USB 2 x USB 3.0 1 x USB 3.0 
1 x USB 2.0 2 x USB 2.0

Console 1 x Console (RJ-type) 1 x Console (RJ-type) 1 x Console (RJ-type)

Display 1 x HDMI 
1 x VGA (optional)

1 x VGA (optional) 
1 x HDMI (optional) 1 x HDMI

TPM TPM 1.2 (optional) TPM 2.0 TPM 2.0

Watchdog 255 steps for system reset, 
7 steps for LAN Bypass

255 steps for system reset, 
8 steps for LAN Bypass

255 steps for system reset, 
8 steps for LAN Bypass

Power Supply

Power Type Adapter Adapter Adapter

Watts 60W 60W 60W

Connector DC-Jack DC-Jack DC-Jack (screw type)

Expansion Interface N/A 1 x M.2 Key B 3052/3042 
1 x Nano SIM socket

1 x M.2 Key B 3052/3042 with SIM socket 
1 x M.2 Key E 2230 

1 x Half-size PCIe Mini Card slot 
1 x Full-size PCIe Mini Card slot  

with SIM socket 
2 x Nano SIM socket

Chassis Material Steel Steel Steel

Operating Temperature 0°C to +45°C (+32°F to +113°F) 0°C to +40°C (+32°F to +104°F) 0°C to +40°C (+32°F to +104°F)

Dimensions (W x H x D) 44 x 430 x 250 mm
(1.73" x 16.93" x 9.84") 

44 x 260 x 197 mm 
(1.73" x 10.24" x 7.76")

44 x 257 x 197 mm 
(1.73" x 10.12" x 7.76")

Weight (net/gross) 7 kg/8 kg TBD 1.6 kg/2.45 kg

OS Support Linux, Windows 10 Linux Linux

Certifications CE, FCC Class B CE, FCC Class B CE, FCC Class A

Features \ Models NA366 NA363R NA362R

Form Factor 1U, desktop 1U, 19” rackmount 1U, 19” rackmount

Platform
Processor Intel Atom® 

x7203C/x7405C/x7809C Intel Atom® C3558/C3758 Intel Atom® C3558/C3758

Chipset SoC integrated SoC integrated SoC integrated

Memory

Technology DDR5-4800 DDR4-2400 DDR4-2400

Capacity (max.) 16GB 128GB (32GB per slot) 128GB (32GB per slot)

Socket 1 x SO-DIMM 4 x 288-pin R-DIMM/U-DIMM 4 x 288-pin R-DIMM/U-DIMM

ECC Support Non-ECC Non-ECC/ECC Non-ECC/ECC

Network 
Interface

Ethernet
2 x 10G SFP+ 
4 x RJ-45 GbE 

SFP or 4 x RJ-45 GbE (optional)
6 x RJ-45 GbE

6 x RJ-45 GbE 
2 x SFP+ (C3558) 
4 x SFP+ (C3758)

LAN Bypass 1 pair
1 pair or 

2 pairs (optional)
1 pair

Controllers Intel® I350 
Intel® X710

Intel® I210 
Marvell 88E1543 PHY

Intel® I210

Storage 1 x 2.5" HDD 
1 x M.2 Key M 2242/2280

2 x 2.5" HDD 
1 x 3.5" HDD (optional) 

1 x Full-Size mSATA

2 x 2.5" HDD 
1 x 3.5" HDD (optional) 

1 x Full-Size mSATA

I/O

Button Power switch Power switch Power switch

LED Indicator
Power, HDD, GPIO programmable, 

LAN Bypass,  
and Link/Act with transfer rate

Power, HDD, GPIO programmable, 
LAN Bypass,  

and Link/Act with transfer rate

Power, HDD, GPIO programmable, 
LAN Bypass,  

and Link/Act with transfer rate

USB 2 x USB 2.0 2 x USB 2.0 2 x USB 2.0

Console 1 x Console (RJ-type) 
1 x Console (Type-C) 1 x Console (RJ-type) 1 x Console (RJ-type)

Display N/A 1 x VGA (optional) 1 x VGA (optional)

TPM TPM 2.0
TPM 1.2 or 

TPM 2.0 (optional)
TPM 1.2 or 

TPM 2.0 (optional)

Watchdog 255 steps for system reset, 
8 steps for LAN Bypass

255 steps for system reset, 
8 steps for LAN Bypass

255 steps for system reset, 
8 steps for LAN Bypass

Power Supply

Power Type Adapter Open frame Open frame

Watts 84W 120W 120W

Connector DC-Jack Inlet C14 Inlet C14

Expansion Interface

1 x M.2 Key M 2242/2280 
1 x M.2 Key B 3052/3042

with SIM socket 
1 x Full-size PCIe Mini Card slot 

1 x Nano SIM socket

1 x Full-size PCIe Mini Card slot 1 x Full-size PCIe Mini Card slot

Chassis Material Steel Steel Steel

Operating Temperature 0°C to +40°C (+32°F to +104°F) 0°C to +45°C (+32°F to +113°F) 0°C to +45°C (+32°F to +113°F)

Dimensions (W x H x D) 44 x 257 x 197 mm 
(1.73" x 10.12" x 7.76")

44 x 430 x 250 mm 
(1.73" x 16.93" x 9.84")

44 x 430 x 250 mm 
(1.73" x 16.93" x 9.84")

Weight (net/gross) TBD 3.5 kg/4.5 kg 3.5 kg/4.5 kg

OS Support Linux Linux Linux

Certifications CE, FCC Class B CE, FCC Class A CE, FCC Class B

NEW NEWNEW
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Module MIO135 AX93316-8GIL AX93316-8GI AX93322-8MIL

Ethernet Port 1G (SFP) 1G (SFP) 1G (SFP) 1G (SFP)

Number of Port
Copper 0 8 8 4

Fiber 4 0 0 4

LAN Bypass (Latch Relay) 2 4 0 2

LAN Controller Intel® I350-AM4 Intel® I350-AM4 Intel® I350-AM4 Intel® I350-AM4

Interface PCIe 2.0 x8 PCIe 2.0 x8 PCIe 2.0 x8 PCIe 2.0 x8

Module AX93322-8FI AX93336-4GIL AX93336-4FI MIO710

Ethernet Port 1G (SFP) 1G (SFP) 1G (SFP) 10G (SFP+)

Number of Port
Copper 0 4 0 0

Fiber 8 0 4 2

LAN Bypass (Latch Relay) 0 2 0 0

LAN Controller Intel® I350-AM4 Intel® I350-AM4 Intel® I350-AM4 Intel® X710

Interface PCIe 2.0 x8 PCIe 2.0 x8 PCIe 2.0 x8 PCIe 3.0 x8

Module AX93327-4FIL AX93327-2FIL AX93327-4FI AX93332-25FI

Ethernet Port 10G (SFP+) 10G (SFP+) 10G (SFP+) 25G (SFP28)

Number of Port
Copper 0 0 0 0

Fiber 4 2 4 2

LAN Bypass (Latch Relay) 2 1 0 0

LAN Controller Intel® XL710-BM1 Intel® X710 Intel® XL710-BM1 Intel® XXV710"

Interface PCIe 3.0 x8 PCIe 3.0 x8 PCIe 3.0 x8 PCIe 3.0 x8

Module AX93331-2QFI AX93357 AX93358 MIO730

Ethernet Port 40G (QSFP) 100G (QSFP28) 100G (QSFP28) 200G (QSFP28)

Number of Port
Copper 0 0 0 0

Fiber 2 2 2 2

LAN Bypass (Latch Relay) 0 0 0 0

LAN Controller Intel® XL710 Intel® E810-CAM2 Intel® E810-CAM2 Intel® E830-CCAM1

Interface PCIe 3.0 x8 PCIe 4.0 x16 2 x PCIe 4.0 x8 PCIe 5.0 x8

Features \ Models iNA300 iNA200 iNA110

Platform

Processor Intel Atom® x7433RE (Amston Lake) Intel Atom® x6212RE/x6414RE  
(Elkhart Lake)

Intel Atom® x5-E3930/E3940  
(Apollo Lake)

Chipset SoC integrated SoC integrated SoC integrated

BIOS AMI SPI Flash BIOS AMI SPI Flash BIOS AMI SPI Flash BIOS

Memory DDR5-4800 SO-DIMM, 
up to 16GB (in-band ECC)

DDR4-3200 SO-DIMM, 
up to 32GB

DDR3L-1600 SO-DIMM, 
up to 8GB non-ECC

Network Interface
8 x RJ-45 2.5GbE (Intel® I226-IT) 

with 2 pairs of LAN Bypass 
2 x 10G SFP+ (BCM57412)

2 x GbE (Marvell 88E1512) 
with LAN Bypass 

2 x 2.5GbE (Intel® I225-IT) 
with LAN Bypass and TSN function 

2 x 1G SFP (Intel® I210-IS)

4 x RJ-45 GbE (Intel® I210-IT) 
with 1 pair of LAN Bypass

Storage 1 x M.2 Key M 2280 
(NVMe with PCIe x2)

1 x 2.5"" SATA 3.0 SSD 
1 x eMMC onboard (optional)

1 x 2.5" SATA 3.0 SSD 
1 x Half-size mSATA

 (occupies 1 x PCIe Mini Card slot)

I/O

Serial N/A 1 x RS-232/422/485 (D89) 
1 x RS-485 (terminal block) 1 x RS-232/422/485 (D89)

USB 2 x USB 3.2 2 x USB 3.1 2 x USB 3.0

Management 1 x Console port (RJ-45) 1 x Console port (RJ-45) 1 x Console port (RJ-45)

Display 1 x HDMI 1 x HDMI 1 x HDMI

TPM TPM 2.0 TPM 2.0 TPM 2.0

Expansion Interface 1 x Full-size PCIe Mini Card slot  
(PCIe/USB 2.0)

1 x M.2 Key B 3042/3052 slot (PCIe/USB) 
1 x Full-size PCIe Mini Card slot  

(SATA/USB)

1 x Half-size PCIe Mini Card slot  
(SATA/USB) 

1 x Full-size PCIe Mini Card slot 
(USB signal with SIM socket)

Power Input 12 to 48 VDC (terminal block) 9 to 36 VDC (terminal block),
 typically 12/24 VDC

9 to 36 VDC (terminal block), 
typically 12/24 VDC

Operating Temperature -40°C to +70°C (-40°F to +158°F)  -40°C to +70°C (-40°F to +158°F) -40°C to +70°C (-40°F to +158°F)

Dimensions (W x D x H) 70.5 x 150 x 165 mm 
(2.78" x 5.91" x 6.5") 

66 x 127 x 150 mm 
(2.6" x 5" x 5.9")

51 x 110 x 155 mm 
(2.01" x 4.33" x 6.10")

Weight (net/gross) TBD 1.5 kg (3.3 lb)/1.8 kg (3.97 lb) 0.97 kg (2.13lb)/1.18 kg (2.6 lb)

OS Support Linux, Windows 11 Linux, Windows 10 Linux, Windows 10

Certifications CE (Class A), FCC (Class A), UKCA 
IEC 61850-3, IEEE 1613 CE (Class A), FCC (Class A) CE (Class A), FCC (Class A)

NEW

Coming Soon

Coming Soon

Coming Soon
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Features \ Models ICO330 ICO120-E3350 ICO300-83M

Platform
Processor Intel Atom® x6212RE (1.2GHz/2C/6W) or 

Intel Atom® x6414RE (1.5GHz/4C/9W) Intel® Celeron® N3350 (1.1GHz/2C/6W)Intel Atom® x5-E3930 (1.3GHz/2C/6.5W) or 
Intel Atom® x5-E3940 (1.6GHz/4C/9.5W)

Chipset SoC integrated SoC integrated SoC integrated
System Memory DDR4-3200 SO-DIMM, up to 32GB DDR3L-1600 SO-DIMM, up to 8GB DDR3L-1600 SO-DIMM, up to 8GB
TPM TPM 2.0 TPM 2.0 TPM 2.0

Serial             

Simplified model: 
2 x Isolated RS-232/422/485  

(terminal block) 
Advanced model: 

6 x Isolated RS-232/422/485  
(terminal block)

1 x RS-232/422/485 (DB9)
2 x Isolated RS-232/422/485 
in Phoenix-type connectors 

4 x 4-wire isolated RS-232/422/485 
(Advanced model)

CANbus N/A 1 x CAN 2.0 A/B, 1 Mbps bitrate 
with SocketCAN (DB9) N/A

Display 1 x HDMI (up to 1920 x 1080 @60Hz) 1 x HDMI (up to 1920 x 1080 @60Hz) 1 x HDMI (up to 1920 x 1080 @60Hz)

Ethernet 3 x RJ-45 2.5GbE (Intel® I226-IT) 
with 1.5 kV isolation voltage

2 x RJ-45 GbE (Intel® I210-IT) 
with 1.5 kV isolation voltage

3 x RJ-45 GbE (Intel® I210-IT) 
with 1.5 kV isolation voltage

Expansion Interface

1 x M.2 Key B 3050/3052 (USB signal)  
for 5G/Wi-Fi 

1 x Full-size Rev.1.2 PCIe Mini Card slot  
(USB signal) for LTE/Wi-Fi 

1 x Half-size Rev.1.2 PCIe Mini Card slot 
(USB/PCIe/SATA) for LTE/Wi-Fi/mSATA 

2 x SIM socket  
(1 for M.2 and 1 for full-size PCIe Mini Card)

1 x Full-size Rev. 1.2 PCIe Mini Card slot 
(USB/PCIe signal with SIM socket) 

1 x Half-size Rev. 1.2 PCIe Mini Card slot 
(mSATA/USB/PCIe)

1 x M.2 Key B 3052 (PCIe/USB, optional) 
1 x Full-size Rev.1.2 PCIe Mini Card slot  

(USB) for LTE/Wi-Fi 
1 x Half-size Rev.1.2 PCIe Mini Card slot 

(USB/mSATA) 
2 x SIM socket

 (1 for M.2 and 1 for full-size PCIe Mini 
Card)

DIO 1 x Isolated 8-in & 8-out DIO  
(Advanced model) 8-bit programmable DIO (DB9) 1 x Isolated 8-in & 8-out DIO  

(Advanced model)

USB 2 x USB 3.1 2 x USB 2.0 2 x USB 3.0

Storage

1 x Internal 2.5” SATA drive 
1 x mSATA  

(occupies 1 x PCIe Mini Card slot) 
1 x 8GB eMMC 

1 x M.2 2242/2280 NVMe PCIe Gen3x2
(Advanced model)

1 x mSATA  
(occupies 1 x PCIe Mini Card slot) 

eMMC (optional)

1 x Internal 2.5" SATA drive 
1 x mSATA (occupies 1 x PCIe Mini Card 

slot) 
1 x 8G eMMC

Watchdog Timer 255 levels, 1 to 255 sec. 255 levels, 1 to 255 sec. 255 levels, 1 to 255 sec

Power Input 9 to 36 VDC (terminal block), 
typically 12 to 24 VDC

9 to 36 VDC (terminal block), 
typically 12 to 24 VDC

9 to 36 VDC (terminal block), 
typically 12/24V

Operating Temperature -40°C to +70°C (-40°F to +158°F) -40°C to +70°C (-40°F to +158°F) -40°C to +75°C (-40°F to +167°F) 

Dimensions (W x D x H)
Simplified model: 

51 x 110 x 155 mm (2.17" x 4.33" x 6.1") 
Advanced model: 

66 x 110 x 155 mm (2.48" x 4.33" x 6.1")

ICO120-E3350-A/B/C/E:  
31 x 100 x 125 mm (1.22" x 3.93" x 4.92") 

ICO120-E3350-F:  
48 x 100 x 125 mm (1.89" x 3.93" x 4.92")

Simplified model: 
51 x 110 x 155 mm (2.0" x 4.33" x 6.1") 

Advanced model: 
66 x 110 x 155 mm (2.48" x 4.33" x 6.1")

Weight (net/gross) Simplified model: 1.00 kg (2.2 lb) 
Advanced model: 1.50 kg (3.3 lb)

ICO120-E3350-A/B/C/E:  
0.3 kg (0.67 lb)/0.45 kg (0.99 lb) 

ICO120-E3350-F:  
0.4 kg (0.88 lb)/0.5 kg (1.10 lb)

1.0 kg (2.2 lb)/1.50 kg (3.3 lb)

Certifications CE (Class A), FCC (Class A), UKCA, UL
CE (Class A), FCC (Class A), UL 
EN 55032 (Class A), EN 55035 
FCC part 15 B (Class A), UKCA

CE (Class A), FCC (Class A), 
UL, ATEX/Class I Division 2

Mounting DIN-rail 
Wall mounting (optional)

DIN-rail 
Wall mounting (optional)

DIN-rail 
Wall mounting (optional)

EOS Support Linux, Windows 11/10 IoT Linux, Windows 10 IoT Linux, Windows 10 IoT
Software Support AXEAPI AXEAPI AXEAPI

Features \ Models ICO110 ICO520

Platform
Processor Intel® Celeron® N3350 (1.1GHz/2C/6W)

Intel® Core™ i7-1265UE (1.7GHz/10C/15W),
Intel® Core™ i5-1245UE (1.5GHz/10C/15W), 
Intel® Core™ i3-1215UE (1.2GHz/6C/15W) 
or Intel® Celeron® 7305E (1GHz/5C/15W)

Chipset SoC integrated SoC integrated
System Memory DDR3L-1600 SO-DIMM, up to 8GB DDR4-3200 SO-DIMM, up to 32GB
TPM TPM 2.0 TPM 2.0

Serial             1 x RS-232/422/485 (DB9)
4 x 4-wire RS-232/422/485 with  

2 kV isolation voltage in Phoenix-type 
connectors (Advanced model)

CANbus N/A N/A

Display 1 x HDMI (up to 1920 x 1080 @60Hz) 2 x HDMI (up to 1920 x 1080 @60Hz)

Ethernet 2 x RJ-45 GbE (Intel® I210-IT) 
with 1.5 kV isolation voltage

4 x RJ-45 2.5GbE (Intel® I226-IT) 
with 1.5 kV isolation voltage

Expansion Interface N/A

1 x M.2 Key B 3050/3052 (PCIe/USB) for 
5G/Wi-Fi 

1 x Full-size Rev.1.2 PCIe Mini Card slot 
(PCIe/USB) for LTE/Wi-Fi 

1 x Full-size Rev.1.2 PCIe Mini Card slot 
(SATA/USB) for mSATA/Wi-Fi 

3 x SIM socket  
(1 for M.2 and 2 for full-size PCIe Mini Card)

DIO N/A 1 x 8-in & 8-out DIO with 2 kV isolation 
voltage (Advanced model)

USB 4 x UBS 3.0 4 x USB 3.1

Storage 1 x mSATA (occupies 1 x PCIe Mini Card 
slot)

1 x Internal 2.5” SATA drive 
1 x mSATA  

(occupies 1 x PCIe Mini Card slot) 
1 x M.2 2242/2280 NVMe PCIe Gen2x4 

(Advanced model)
Watchdog Timer 255 levels, 1 to 255 sec. 255 levels, 1 to 255 sec.

Power Input 9 to 36 VDC (terminal block), 
typically 12 to 24 VDC

9 to 36 VDC (terminal block), 
typically 12 to 24 VDC

Operating Temperature AC: 0°C to +55°C (32°F to +131°F) 
AW: -40°C to +70°C (-40°F to +158°F)"

-40°C to +70°C (-40°F to +158°F)
(with fan kit)

Dimensions (W x D x H) 48 x 100 x 100 mm
(1.89" x 3.94" x 3.94")

83 x 110 x 155 mm 
(3.27" x 4.33" x 6.10")

Weight (net/gross) 0.3 kg (0.67 lb)/0.45 kg (0.99 lb) Simplified model: 1.65 kg (3.84 lb) 
Advanced model: 1.75 kg (3.86 lb)

Certifications CE (Class A), FCC (Class A), UKCA, UL CE (Class A), FCC (Class A), UKCA, UL

Mounting DIN-rail 
Wall mounting (optional)

DIN-rail 
Wall mounting (optional)

EOS Support Linux, Windows 10 IoT Linux , Windows 11 IoT
Software Support AXEAPI AXEAPI

NEW



RoHS
V439 94300005480E


