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PT805

LCD Panel Brightness (cd/m2) 400 nits
Resolution 720 x 1280
Viewing Angle
(Up/Down/Left/Right)

80°/80°/80°/80°

Main System 
 

CPU Intel® Celeron® processor N3350 
(Apollo Lake), 1.10 GHz

System Memory On-board DDR3L-1866 2GB
BIOS AMI UEFI BIOS
Storage 1 x SATA socket for SATA DOM, OS 

boot support
1 x eMMC 5.0 16GB, OS boot support 
(optional)
1 x MicroSD socket, storage only  

Watchdog Timer 255 levels, 1 to 255 sec.
Onboard Graphics Integrated in Intel® GFX

I/O Connector 2 x USB 2.0
2 x COM
1 x DP
1 x Audio port with amplifier, up to 5W
1 x GbE LAN port

Touchscreen Projected capacitive multi-touch
Battery 1 x Lithium 3 V/220 mAH
Power Supply DC +12V in screw type connector
Dimensions 195 mm (7.68") (W) x 80.8 mm (3.18") (H) x 43.15 mm (1.7") (D)
Operating Temperature  0 °C to 40 °C (32 °F to 104 °F)
Relative Humidity  10% to 70%, non-condensing

Specifications

5.5" Fanless PCAP Touch Panel PC with Intel® Celeron® processor N3350

Features
● 5.5" LCD display 
● Stunning IPS PCAP touchscreen
● Add-on option: NFC, RFID 
● Landscape and portrait orientation 

Optional OS Installation
Windows® 10, Linux

Ordering Information
Standard
PT805 5.5" Fanless PCAP Touch Panel PC with Intel® Celeron® 

processor N3350

Optional Accessories

Add-on Option

Power cord
Adapter 60W
Speaker

NFC/RFID

Packing List
1 x PT805

NEW

DDR3L

DDR3LDDR3L

Fanless Low Power NFC/RFID

Front side

Rear side
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